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Technical Data Sheet

500mL Large Volume Centrifuge Tube
Item# 6338

Description
These large volume centrifuge tubes are engineered to meet the 
demands of the most critical scientific work. The premium grade 
polypropylene (PP) tubes have molded graduation marks from 
50mL to 450mL at 50mL increments.

Features
n Polypropylene (PP) tube with high density polyethylene (HDPE) 

flat screw cap
n Molded graduations to 450mL
n Max RCF up to 6,000 x g
n Leak-proof
n Autoclavable at 121º and freezable to -40º
n RNase/DNase free and non-pyrogenic
n Sterilized by gamma irradiation SAL10-6 (ISO11137)
n Manufactured in a Class 100,000 cleanroom environment
n Manufactured under ISO13485:2016 and ISO 9001:2015 quality 

management systems
n Latex free
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Products
Item# Description Units
6338 Centrifuge tube, 500mL, conical bottom,  6 & 36 
 PP, attached white cap, STERILE, 
 6 tubes/bag, 6 bags/case
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500mL Large Volume Centrifuge Tube
Item# 6338

Technical Specifications
                        Material: 

 
 
 
 
 

Autoclavable:

Temperature Range:

Maximum G-force:

Sterility:

Graduations: 

Tube:  Polypropylene (PP) 
 Complies with USP Class VI  
 Color: Clear 
Cap: HDPE (High Density Polyethylene),  
 Compliance with USP Class VI  
 Color: White

Yes (without cap) 121ºC

-40ºC to +121ºC

6,000 x g

Gamma sterile, SAL10-6 (ISO11137)

Molded, from 50mL to 450mL at 50mL 
increments
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Ø49.4mm 

28mm

®

Ø41.29mm

155.23mm

Ø95mm


